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Product Description

�.� Product Details 

Relay status light:

Power on: white light on constantly.
Green light: powered on, not relaying.
Red light: weak relay signal.
Blue light: strong relay signal.

WPS/RESET
Prompt:
� - �s: Enable �.�G WPS
� - �s: Enable �.�G WPS
Over �s: Reset device



Installation Steps

2.1 Plug in the power supply, wait 1-2 minutes, then connect to the 
Wi-Fi network “COMFAST_XXXX_2G” or “COMFAST XXXX 5G”.

2.2 After successfully connecting, enter comfast.com or 192.168.10.1 
in your browser to access the management page via IP address or 
domain name. On the initial login page, enter your password in the 
password field and click “Set Password.”

2.3 After setting the password for the first time, the device will 
automatically enter the repeater setup page. To configure the 
repeater, select the SSID to be repeated, enter the upstream router's 
password, then click Save to complete the setup. Reconnect to the 
wireless network to access the internet. The wireless password is the 
parent router's password. (The extended signal will append “-2G/5G” 
to the parent Wi-Fi name, e.g., XXXX-2G/5G.) After setup, the 
LAN/WiFi IP address is assigned by the upstream router. To access 
the management interface, connect your device to the repeater's 
wireless network (disable mobile data), then enter comfast.com in 
your browser.



Note:

COMFAST

COMFAST

COMFAST-2G

COMFAST-5G

COMFAST password

Merge Wireless: Enable this option to combine 2G and 5G signals into 
a single SSID, displaying only the relayed SSID name in the list.

wireless networkSettings Editor



Introduction to Work Modes
3.1 The software offers three operating modes: Repeater Mode, AP 
Mode, and Router Mode (PPPoE Dial-up, Static IP, Dynamic IP).

3.3. AP Mode: Configure the 2.4GHz/5.8GHz wireless SSID name 
and password. After setup, connect the device's WAN port to the 
external network. Other mobile devices can connect to the internet by 
wirelessly connecting to the device's SSID name and entering the 
password.

① Note: When accessing the external network in AP mode, other 
mobile devices connecting to the AP's wireless network will obtain IP 
addresses from the subnet assigned by the upstream device.
② By default, you can leave the device's internal network IP address 
unspecified. However, if you need to manage the device, you must 
manually configure the IP address for your computer's local network 
connection.

3.2 AP Mode Configuration: Enter the software management interface 
and click AP Mode. For easier management, the IP address and 
default gateway entered here should be the IP address range of the 
upstream router. The IP address must not conflict with the upstream 
router's IP. After configuration, the device's WAN port can access the 
management device via the configured IP address when connected to 
the external network.

2G: gg-AX3000_2G_2G
5G: gg-AX3000_2G_5G
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gg-AX3000_2G_2G

 gg-AX3000_2G_5G



3.4 Routing Mode Settings: Enter the software management page, 
where only the routing mode is displayed. Click the routing mode to 
select one of three internet access methods: “PPPoE,” “Static IP,” or 
“Dynamic IP.”

1. PPPoE Dial-up Mode: This mode requires entering the internet 
account and password provided by your ISP. Below, you can 
configure the 2.4GHz/5.8GHz wireless SSID name and wireless 
password.
2. Static IP Mode: This mode requires entering the IP address, subnet 
mask, gateway, and primary DNS address provided by your ISP. 
Below, you can configure the 2.4GHz/5.8GHz wireless SSID name 
and wireless password.
3. Dynamic IP Mode: In this mode, the WAN port obtains an IP 
address from an upstream network device to access the internet. 
Below, you can configure the 2.4GHz/5.8GHz wireless SSID name.



IPv� Configuration

Lighting Control Status

4.1 IPv6 supports four configuration modes: Stateless DHCPv6 
(SLAAC), Static, Stateful DHCPv6 (DHCPv6), and Auto-Detection 
Mode. The default setting is “Stateless DHCPv6 (SLAAC)”.

Click       to select and enter the          “IPv6 Settings Page.”
IPv6 Status: Displays information related to the IPv6 address obtained 
by the device.
IPv6 Settings: Configures IPv6 LAN and WAN information.

Power on: white light on constantly.
Green light: powered on, not relaying.
Red light: weak relay signal.
Blue light: strong relay signal.

Relay Status 
Light

The blue light 
is constantly on

AP Mode/Router Mode Repeater



FAQ

For more questions, please visit our official website at 
www.comfast.com.cn.

Q: What is the function of a WiFi extender?
A: It expands the range of your existing WiFi network and boosts 
signal strength in hard-to-reach areas. Please note that it does not 
increase your router's WiFi speed; the speed of the extended WiFi will 
be reduced.

Q: Where should I place the WiFi extender?
A: We recommend moving this WiFi extender to a midpoint between 
your router and the area with weak signal after successful setup. The 
location you choose must remain within the range of your existing 
WiFi router network.

Q: How do I reset the WiFi extender?
A: Press and hold the WPS/Reset button for more than 6 seconds, 
then release it. When the signal strength indicator light turns solid 
white, the reset operation is successful. Wait 60 seconds for the 
device to restart. Once the device has fully booted up, you can begin 
setting it up again.

Q: Why does my WiFi keep disconnecting?
A: We recommend resetting the WiFi extender.



Maintenance Regulations

Customer Data

Dear Valued Clients,
      Thank you for purchasing a COMFAST products and 
service to protect your rights, please read the following 
maintenance regulations. 
The following does not belong to free maintenance, our 
company can provide paid service, please note:  
•Failure to require the installation manual, use, maintenance, 
storage lead to product failure or damage;
•Beyond the limited warranty, the warranty period; Unauthorized 
alteratiion, tearing up the product bar code;  
•Without authorization to change the settings file or inherent 
disassemble without authorization; 
•Unexpected factors or human actions lead to product damage, 
such as improper input voltage, temperature, watermechanical 
damage, break, rust or serious oxidation of product, etc;  
•Other non-product itself, design, technology, manufacturing, 
quality and other quality problems caused by the failure 
damage. 

Name
Address
Model

Mac Address
Machine unit sales

Sale of machine address
Date
Tel

Post code
Invoice no



Statement
Shenzhen Four Seas Global Link Network
Technology cO.,Ltd. Company all rights reserved.

Copyright Information

Without ours official writ permission, no unit or individual shall 
be copied, reproduced, transcribed or translated in part or 
whole book. In any form or by any means(electronic,
mechanical, printing,recording or other possible means)or for 
the propagation of goods any commercial, profitable purposes.

COMFAST is the registered trademark of Shenzhen Four Seas 
Global Link Network Technology Co.,Ltd.Company. All other 
trademarks or registered trademarks mentioned in this 
document. by respective owners.
The product specifications and information mentioned in this 
manual are for reference only and subject to update without 
prior notice. Unless otherwise agreed, this manual is only used 
as a guide. All statements, information, etc. in this manual do 
not constitute any form of warranty.

Manufacturer: Shenzhen Four Seas Global Link Network 
Technology Co.,Ltd.
Address: 9th Floor, Building H, Huanan Digital Valley, No. 1 
Huanan Road, Longhua District, Shenzhen, China
Hotline:0755 83790059/83790659
Website:www.szcomfast.com


